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CL OF NEW PUMP r- BREAK THROUGH WALL FOR 8" ¢ PIPE 

=j~,~.··~ REMOVE EX·I·.ST..ELBO/. AND SEAL WITH EVERBOND ACRYLIC 
. BY L&M CONSTRUCTION CHEMICALS 

_ : . ~.:::,;;;, \ REMOVEE.LEE~'.: ST~. ~,ci PE 
_lie~ · ,,v~··~' rt_Enc,T.H(i'H=LE ,, 

ELE'v'. 2"1. 31~ 

NEW 8" DIP © 1% MlN.SLOPE 
8 ,, <}--

JOIN TO EXIST.PIPEJ 

5 

~oRTABLE HOIST WALL 
SOCKET - SEE DETAIL 
,~T Fi I 
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0 ROVIDE THE STA\JARD PORTABLE 
--'n' ::;T A!,m 'II A! ! Si-11-KFT Ace 
REQUIRED BY MANUFACTURER. 
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'0 14"II!M, ~·INHI~·IF F TS 

USE !'MASONRY BIT TO DR!~~ 
HOLES -~RJUGH W~LL. 
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NOTES 
l.ALL CONSTRUCTION SHALL BE IN ACCORD

ANCE WITH VDOT ROAD AND BRIDGE SPECI
FICATIONS AND STANDARDS, PRINCE WILLIAM 
COUNTY DESIGN AND CONSTRUCTION STANDARD 
MANUAL AND THE COMMONWEALTH OF VIRGINIA 
SEWERAGE REGULATIONS. 

2.PVC FORCE MAIN SHALL BE CLASS 200(DR14l 
ONLY AND SHALL BE INSTALLED IN ACCORD
ANCE WITH ANSI/AWWA C-900-81 OR CURRENT 
REVISION. JOINTS SHALL BE PUSH-ON-TYPE. 

3.DUCTILE IRON PIPE SHALL BE CLASS 52 
ONLY AND INSTALLED IN ACCORDANCE WITH 
AWWA C-500-82 OR CURRENT REVISION. 
JOINTS SHALL BE PUSH-ON. 

4.DETECTABLE TAPE SHALL BE PLACED ONE 
FOOT ABOVE THE PVC PIPE AND SHALL HAVE 
A METALLIC CORE PROTECTED BY A PLASTIC 
JACKET.THE TAPE SHALL BE CONTINUOUSLY 
MARKED INDICATING THAT A FORCE MAIN IS 
BURIED. TAPE SHALL BE MACNATEC AND 
SHALL BE SAFETY GREEN IN COLOR. 

5. THRUST BLOCKING SHALL BE IN ACCORD
ANCE WITH DRAWING BH-1,2,3&4 OF THE 
PRINCE WILLIAM DESIGN AND CONSTRUCTION 
STANDAFtDS. 

ELEVATION OF EXISTING WET WELL D-308 0 
IMPEllER 

PERFORMANCE 
CURVES 

5.AIR RELIEF VALVE SHALL BE IN ACCORDANCE 
WITH DETAIL ON DRAWING BC-017. 

?.LOCATIONS OF IDENTIFIED UNDERGROUND 
OBSTRUCTIONS ARE APPROXIMATE AND SHOULD 
BE VERIFIED BY THE CONTRACTOR. 
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EXIST.8"PIPE 

PLUG 4"¢ INFLUENT PIPE WITH 
EVERBOND ACRYLIC 

8" 

I ST. HA~JHOLE 

4"DIP 
2 HOLES IN 
W6X15 WEB 
PER 4"PIPE 

LIFTING RAIL 
BY FLYGT 

%"U-BOL T 
FASTENED 
TO W5Xl5 

DETAIL "C'1 

NTS 

SET ELEV.AT BOTTOM 
OF NEW W5X 15 

L3 X 3 XY2"X 0'- 8"LONG 

3 -Y2"¢ X 3Y2"EMBED 
HILT! KWIK-BOLT OR 
EQUAL ON 3"CENTERS 

SECTION X-X 
NTS 

REVISIO'I 

DP/DS 

I I 
235 
30 -

PLOTS OF SYSTEM CURVES 
UNDER THREE CONDITIONS 

.A-- DUTY PC I NT 
CONDITION~ GPM TDH 

1 

2 

130 
130 
102 

~SEE APPENDICES 
OF CALCULATION 

74' 

74' 

1, 2. 3&4 

8.FIELD ADUST FORCE MAIN AS NECESSARY 
WITHIN 5 FEET OF DESIGN LOCATION TO 
AVOID OBSTRUCTIONS. 

g,BACKFILL AND COMPACT IN ACCORDANCE 
WITH SPECIFICATIONS. 

10.PUMPS SHALL BE FLYGT DP-3080 9HP IN 
ACCORDANCE WITH PUMP SPECIFICATIONS. 

ll.FLOW METER IS A 120V 4"10Dl475 
M!NIMAG MAGNETIC FLOW METER BY FISCHER 
PORTER. 

12.ALL MISCELLANEOUS METAL IN WET WELL 
SHALL BE HOT-DIPPED GALVANIZED STEEL 
OR ALUMINUM. ALL BOLTS SHALL BE 315 
STAINLESS STEEL. 

J3.THIS DIMENSION SHALL MATCH ~TO ~ 
DIMENSION OF EXISTING EFFLUENT PIPES. 

14.REMOVE EXISTING PIPE AS NECESSARY TO INSTALL 
NEW PIPE AND 90" ELBOW. 

15.RAIL SHALL BE SUPPORTED BY 4"DIP WITH 
FASTENERS AS DETAILED AND RECOMMENDED 
BY THE PUMP MANUFACTURER. 

Q 0 ,'~ Q 

PUMP CURVE 
FLYGT MODEL #OP-3080 1S.EACH PUMP SHALL HAVE A ~"STRAIN 

RELIEF CABLE ATTACHED TO THE PUMP 
LIFTING HANDLE AND THE W5X15 USING 
AU-BOLT. THE POWER CABLE SHALL BE 
OF SUFFICIENT LENGTH TO PERMIT THE 
PUMP TO REST IN POSITION, HOWEVER 
SHORT ENOUGH THAT IT DOES NOT HANG 
BELOW THE PUMP. THE POWER CABLE 
SHALL BE FASTENED TO THE STRAIN 
RELIEF CABLE USING NYLON TIES AT 

LCJ i'SJ t.;_[ 

GALLONS PER JNLTE 

POWER CABLE 

NYLON TIES..,----?'--. 
(TYPICAL) 

'- W6X 15 

LEND SHACKLE 

TYPICAL ASSEMBLY 

STEEL CABLE 

OF STRAIN RELIEF CABLE 

END SHACKLE 

PUHP HANDLE 

DETAIL II 0 II NTS 

POWER CABLE STRAIN RELIEF 

REVISION 

1' (FOOTl INTERVALS. SEE DETAIL "0" 
THIS DRAWING FOR CABLE DETAILS. 
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